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 A20 

 

POLITEX A30 
Dо {9b¢9¢TY CT[¢w9 a![½9a9{T  
Synthetic filter media G3 
malzeme: composition:  polyester elyaf 

polyester fibre 

ƪŀƭƤƴƭƤƪΥ thickness:  6-9 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature:  100° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed:  1,5 m/s 

ƛƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop:  15 Pa 

ortalama gravimetrik verim: average 

gravimetric efficiency:  79,5% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ classification 

(EN 779:2012):  G2 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890):  ISO kaba 40% 

toz tutma kapasitesi: dust 

holding capacity:  489 g/m2 

alev direnci: 
flame resistance:  F1 - DIN.53438 

yenilenme: regeneration:  evet 

yes 

   

Kod. SF100R4 A20 1 x 40 m 
UYGULAMALAR: 
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- IŀǾŀƭŀƴŘƤǊƳŀΣ ŜƴŘǸǎǘǊƛȅŜƭ ǘŜǎƛǎƭŜǊ ǾŜ 

klima sistemleri.- Ön filtreleme ve orta 

yükseklikte granülometri ile partiküllerin  

ŀȅǊƤƭƳŀǎƤƴŘŀΦ 

APPLICATIONS: 
- Ventilation and industrial civil conditioning 

plants. 
- Pre-filtration and separation of 

particulates with medium high   

granulometry. 

malzeme: composition: polyester elyaf 

polyester fibre 
ƪŀƭƤƴƭƤƪΥ thickness: 15-17 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
100° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
1,5 m/s 

Tƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
35 Pa 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
89,8% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ classification 

(EN 779:2012): 
G3 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 
ISO kaba 50% 

classification (ISO 16890): 
toz tutma kapasitesi: dust 

holding capacity:  473 g/m2 

alev direnci: 
flame resistance:  F1 - DIN.53438 

yenilenme: regeneration:  evet 

yes 

 

UYGULAMALAR: 
- IŀǾŀƭŀƴŘƤǊƳŀΣ ŜƴŘǸǎǘǊƛȅŜƭ ǘŜǎƛǎƭŜǊ ǾŜ ƪƭƛƳŀ ǎƛǎǘŜƳƭŜǊƛΦ- Ön filtreleme ve 

ƻǊǘŀ ȅǸƪǎŜƪƭƛƪǘŜ ƎǊŀƴǸƭƻƳŜǘǊƛ ƛƭŜ ǇŀǊǘƛƪǸƭƭŜǊƛƴ  ŀȅǊƤƭƳŀǎƤƴŘŀΦ 

APPLICATIONS: 
- Ventilation and industrial civil conditioning plants. 
- Pre-filtration and separation of particulates with medium high   

granulometry. 

POLITEX A40 

malzeme: composition: polyester elyaf 

polyester fibre 
ƪŀƭƤƴƭƤƪΥ thickness: 20 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
100° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
1,5 m/s 

ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
34 Pa 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
90,8% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ classification 

(EN 779:2012): 
G4 toz tutma kapasitesi: dust 

holding capacity:  475 g/m2 

alev direnci: 
flame resistance:  F1 - DIN.53438 

yenilenme: regeneration:  evet 

yes 

    
    
    



POLITEX  

 

12 

Synthetic filter media G4 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 
ISO kaba 60% classification (ISO 16890): 

Kod. SF350AR1 A40 1 x 20 m 
Kod. SF350AR4 A40 2 x 20 m 

UYGULAMALAR: 
- IŀǾŀƭŀƴŘƤǊƳŀΣ ŜƴŘǸǎǘǊƛȅŜƭ ǘŜǎƛǎƭŜǊ ǾŜ ƪƭƛƳŀ ǎƛǎǘŜƳƭŜǊƛΦ 
- mƴ ŦƛƭǘǊŜƭŜƳŜ ǾŜ ƻǊǘŀ ȅǸƪǎŜƪƭƛƪǘŜ ƎǊŀƴǸƭƻƳŜǘǊƛ ƛƭŜ ǇŀǊǘƛƪǸƭƭŜǊƛƴ ŀȅǊƤƭƳŀǎƤƴŘŀΦ 

APPLICATIONS: 
- Ventilation and industrial civil conditioning plants. 
- Pre-filtration and separation of particulates with medium high   granulometry.  
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FX20 / FX30 / FX40 

.Tw[9 TY CT[¢w9Υ 
.ǳ ǘǸǊ ōƛǊƭŜǒƛƪ ŦƛƭǘǊŜƭŜǊ ǇŀǘŜƴǘƭƛ CL[¢w9· ǎƛǎǘŜƳƛ ƛƭŜ ƛƳŀƭ ŜŘƛƭƳƛǒǘƛǊ ǾŜ œŜǊœŜǾŜ 

Řƻǎǘǳ ȅǀƴǘŜƳƭŜǊƭŜ ŦƛƭǘǊŜƴƛƴ ǘŜƭ ƪŀŦŜǎƭŜ ƳǳƴǘŀȊŀƳ ōƛǊƭŜǒǘƛǊƛƭƳŜǎƛȅƭŜ ŜƭŘŜ ŜŘƛƭƛǊΦ 

.ǳ ǎŜǊƛƭŜǊƛƴ ŜƭȅŀŦƭŀǊƤΣ ŦƭǘǊŜƭŜǊƛ ƛǎǘŜŘƛƐƛƴƛȊ Ǝƛōƛ ǒŜƪƛƭƭŜƴŘƛǊƳŜȅŜ ƻƭŀƴŀƪ ǾŜǊŜŎŜƪ 

ǒŜƪƛƭŘŜ ƎǸœƭǸ ōƛǊ ǘŜƭ ƪŀŦŜǎ ƛƭŜ ōƛǊƭŜǒǘƛǊƛƭƳƛǒǘƛǊΦ .ǳ ŀœƤŘŀƴΣ ƻǊǘŀ-ŘǸǒǸƪ ǾŜǊƛƳƭƛƪǘŜ 

ƘŜǊƘŀƴƎƛ ōƛǊ œŜǒƛǘ ǾŜ ōƻȅǳǘǘŀ ŦƛƭǘǊŜƭŜǊ ŜƭŘŜ ŜǘƳŜȅŜ ƻƭŀƴŀƪ ǾŜǊƳŜƪǘŜŘƛǊΦ CƛƭǘǊŜȄ 

ŦƛƭǘǊŜƭŜǊ Ǹœ ŦŀǊƪƭƤ ǾŜǊƛƳƭƛƭƛƪǘŜ ǸǊŜǘƛƭƛǊΦ 

TIGHT Filter MEDIA: 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ classification 

(EN 779:2012): 
G2 G3 G4 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890): 
ISO kaba 40% ISO kaba 50% ISO kaba 60% 

toz tutma kapasitesi: dust 

holding capacity: 
489 g/m2 473 g/m2 575 g/m2 

alev direnci: 
flame resistance: 

F1 - DIN.53438 F1 - DIN.53438 F1 - DIN.53438 
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These tight filter media are produced with the FILTREX patented system, that allows to couple a filter medium with a non-flexible bearing through environmentally 

friendly methods. The media of this series are coupled with a strong wire net which makes it possible to shape the medium itself as you like. This way, it is possible 

to obtain medium-low efficiency filters of any kind and dimensions. For this reason, three different efficiencies are employed to meet any demand and need. 

UYGULAMALAR: 
- IŀǾŀ ǘŜƳƛȊƭŜƳŜ ŎƛƘŀȊƭŀǊƤƴŘŀ ǀƴ ŦƛƭǘǊŜƭŜƳŜŘŜΦ 
- IŀǾŀƭŀƴŘƤǊƳŀ ǾŜ ƪƭƛƳŀ ǘŜǎƛǎƭŜǊƛΣ Ŧŀƴ ƪƻƛƭƭŜǊ 

APPLICATIONS: 
- Pre-filter in air treatment plants. 
- Conditioning ad ventilation plants, fan coils. 

 FX20 FX30 FX40 
malzeme: composition:  ǇƻƭȅŜǎǘŜǊ ǾŜ ƎŀƭǾŀƴƛȊ ƪŀŦŜǎ ǘŜƭ όƘŀǾŀ œƤƪƤǒ ǘŀǊŀŦƤƴŘŀ ƪǳƭƭŀƴƤƭƤǊύ polyester 

and galvanized net (situated on the air-exit side)  

ƪŀƭƤƴƭƤƪΥ thickness: 8-10 mm 17-19 mm 16-18 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
100° C 100° C 100° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
1,5 m/s 1.5 m/s 1,5 m/s 

ƛƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
25 Pa 44 Pa 45 Pa 

ortalama gravimetrik verim: 
79,5% 89,8% 90,8% average gravimetric efficiency: 

malzeme: composition: cam elyaf 

glass fiber 
ƪŀƭƤƴƭƤƪΥ thickness: 60 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
120° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
*A=0,5-1 B=1,5-2,5 m/s 

Tƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
*A=25 B=35 Pa 

ortalama gravimetrik verim: 
82% 

average gravimetric efficiency: 
ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 

classification (EN 779:2012):  G3 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 

classification (ISO 16890):  ISO kaba 50% 

toz tutma kapasitesi: dust 

holding capacity:  3000 - 5000 (paint-stop) g/m2 

alev direnci: 
flame resistance:  F1 - DIN.53438 

yenilenme: regeneration:  ƘŀȅƤǊ 

no 

AΥ ōƻȅŀ ŀȅǊƤǒǘƤǊƳŀ - paint separation (0,5-1 m/s) 
BΥ ƘŀǾŀ ŀǊƤǘƳŀ ǘŜǎƛǎƭŜǊƛ - air treatment plants (1,5-2,5 m/s) 
Kod. SF300PR1 V30PS 
Kod. SF300PR2 V30PS 
Kod. SF300PR3 V30PS 
Kod. SF300PR4 V30PS 

Kod. SF300PR5 V30PS 

yenilenme: regeneration: si 
yes 

si 
yes 

si 
yes 
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Kod. SF300PR6 V30PS 

UYGULAMALAR: 
- .ƻȅŀƘŀƴŜƭŜǊŘŜ ά.ƻȅŀ ǘǳǘǳŎǳέ ƻƭŀǊŀƪΦ 
- Endüstriyel hava temizleme tesislerinde, ön filtrelemede. 

APPLICATIONS: 
- {ǇǊŀȅ ōƻƻǘƘǎ ŀǎ άtŀƛƴǘ-ǎǘƻǇέΦ 
- Pre-filtration in civil and industrial air treatment plants. 

0,7 x 20 m 

malzeme: composition: cam elyaf 

glass fiber 
ƪŀƭƤƴƭƤƪΥ thickness: 60 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
120° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ 
*A=0,5-1 B=1,5-2,5 C=1,5-3 m/s 

advisable cross speed: 
Tƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
*A=30 B=40 C=50 Pa 

ortalama gravimetrik verim: 
87% 

average gravimetric efficiency: 
ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ classification 

(EN 779:2012): 
G3 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890): 
ISO kaba 50% 

toz tutma kapasitesi: dust 

holding capacity: 
3000 - 5000 (paint-stop) g/m2 

alev direnci: 
flame resistance: 

F1 - DIN.53438 

yenilenme: regeneration: ƘŀȅƤǊ 

no 
AΥ ōƻȅŀ ŀȅǊƤǒǘƤǊƳŀ - paint separation (0,5-1 m/s) 
BΥ ƘŀǾŀ ŀǊƤǘƳŀ ǘŜǎƛǎƭŜǊƛ - air treatment plants (1,5-2,5 m/s) 
C: rulo filtreler - filter rolls (1,5-3 m/s) 

 

UYGULAMALAR: 
- .ƻȅŀƘŀƴŜƭŜǊŘŜ ά.ƻȅŀ ǘǳǘǳŎǳέ ƻƭŀǊŀƪΦ 
- Endüstriyel hava temizleme tesislerinde, ön filtrelemede. 

APPLICATIONS: 
- {ǇǊŀȅ ōƻƻǘƘǎ ŀǎ άtŀƛƴǘ-ǎǘƻǇέΦ 
- Pre-filtration in civil and industrial air treatment plants. 

POLITEX V30PS 
Dо /!a 9[¸!C CT[¢w9 a![½9a9{T 

Glass fiber filter media G3 

POLITEX V50 

Dо /!a 9[¸!C CT[¢w9 a![½9a9{T  
Glass fiber filter media G3 
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V70C 

POLITEX V100 

malzeme: composition: cam elyaf 

glass fiber 
ƪŀƭƤƴƭƤƪΥ thickness: 110 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
120° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
*A=0,5-1,5 B=1,5-2,5 m/s 

Tƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ 
pressure drop: 

A=10÷30 B=30÷45 Pa 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ classification 

(EN 779:2012): 
G4 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890): 
ISO kaba 60% 

toz tutma kapasitesi: dust 

holding capacity: 
10.000 - 15.000 (paint-stop) g/m2 

alev direnci: 
flame resistance: 

F1 - DIN.53438 

yenilenme: regeneration: ƘŀȅƤǊ 

no 
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Dп /!a 9[¸!C CT[¢w9 a![½9a9{T 
Glass fiber filter media G4 

ortalama gravimetrik verim: 
94% average gravimetric 

efficiency: 

AΥ ōƻȅŀ ŀȅƤǊƳŀ - paint separation (0,5-1 m/s) 
BΥ ƘŀǾŀ ƛǒƭŜƳŜ ǘŜǎƛǎƭŜǊƛ - air treatment plants (1,5-2,5 m/s) 

UYGULAMALAR: 
- .ƻȅŀƘŀƴŜƭŜǊŘŜ ά.ƻȅŀ ǘǳǘǳŎǳέ ƻƭŀǊŀƪΦ 
- Endüstriyel hava temizleme tesislerinde, ön filtrelemede. 

APPLICATIONS: 
- Spray 

ōƻƻǘƘǎ ŀǎ άtŀƛƴǘ-ǎǘƻǇέΦ 
- Pre-filtration in civil and industrial air treatment plants. 

malzeme: composition: 
IŀǾŀ œƤƪƤǒ ǘŀǊŀŦƤƴŘŀ 

ǇƻƭƛȅŀƳƛŘ ƤȊƎŀǊŀ ƛƭŜ ƎƛȅŘƛǊƛƭƳƛǒ ǇƻƭȅŜǎǘŜǊ ŜƭȅŀŦ 
dressed polyester fiber with a polyamide grid  

on the air-exit side 
ƪŀƭƤƴƭƤƪΥ thickness: 7-8 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
100° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
1,5 m/s 

Tƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
22 Pa 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
87% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ classification 

(EN 779:2012): 
G3 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 
ISO kaba 50% 

classification (ISO 16890): 
toz tutma kapasitesi: dust 

holding capacity:  376 g/m2 

alev direnci: 
flame resistance:  F1 - DIN.53438 

yenilenme: regeneration:  ƘŀȅƤǊ 

no 

UYGULAMALAR: 
- hǘƻƳŀǘƛƪ ŦƛƭǘǊŜƭŜǊ ƛœƛƴ ȅŜŘŜƪ ŦƛƭǘǊŜ ǊǳƭƻƭŀǊƤΦ 
- YƭƛƳŀΣ ƘŀǾŀƭŀƴŘƤǊƳŀ ǾŜ ǀƴ ŦƛƭǘǊŜƭŜƳŜ ŀƭŀƴƭŀǊƤΦ 

APPLICATIONS: 
- Filter spare rolls for rotary filters. 
- Conditioning, ventilation and pre-filtration plants. 

malzeme: composition: 
IŀǾŀ œƤƪƤǒ ǘŀǊŀŦƤƴŘŀ 

ƤȊƎŀǊŀ ǘŀƪǾƛȅŜƭƛ ŎŀƳ ŜƭȅŀŦ ƎƛȅŘƛǊƛƭƳƛǒ 
dressed glass fiber with a reinforced grid on the  

air-exit side 
ƪŀƭƤƴƭƤƪ: 
thickness: 

50 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
120° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
1,5 m/s 

Tƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
25 

ortalama gravimetrik verim: 
86% 

average gravimetric efficiency: 
ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ classification 

(EN 779:2012):  G3 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890):  ISO kaba 50% 

toz tutma kapasitesi: dust 

holding capacity:  390 g/m2 

alev direnci: 
flame resistance:  F1 - DIN.53438 

yenilenme: regeneration:  ƘŀȅƤǊ 

no 

UYGULAMALAR: 
- hǘƻƳŀǘƛƪ ŦƛƭǘǊŜƭŜǊ ƛœƛƴ ȅŜŘŜƪ ŦƛƭǘǊŜ ǊǳƭƻƭŀǊƤΦ 
- YƭƛƳŀΣ ƘŀǾŀƭŀƴŘƤǊƳŀ ǾŜ ǀƴ ŦƛƭǘǊŜƭŜƳŜ ŀƭŀƴƭŀǊƤΦ 
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APPLICATIONS: 
- Filter spare rolls for rotary filters. 
- Conditioning, ventilation and pre-filtration plants. 

POLITEX A30R 

Dо h¢ha!¢TY CT[¢w9[9w T4Tb ¸959Y w¦[h  
Spare parts for rotary filters G3 

POLITEX V50M 
Dо h¢ha!¢TY CT[¢w9[9w T4Tb ¸959Y w¦[h  

Spare parts for rotary filters G3 
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PA8H 

A: solvent 

boyada - solvent 

paint (0,5-1 m/s) 
B: suda 

çözünür 

boyada - water souble paint (1,5-2,5 m/s) B: nitroselülöz boyada - cellulose 

nitrate paint (1,5-2,5 m/s) 

UYGULAMALAR: 
- .ƻȅŀ ǎŜƪǘǀǊǸƴŘŜ ά.ƻȅŀ ǘǳǘƳŀέ ŀƳŀŎƤȅƭŀΦ 

APPLICATIONS: 
- άPaint-stopέ ŜŦŦŜŎǘ ƛƴ ǘƘŜ ǇŀƛƴǘƛƴƎ ǎŜŎǘƻǊΦ 

POLITEX PA8S 
.h¸! CT[¢w9[9wT 

malzeme: composition: ŦŀǊƪƭƤ ǘŀōŀƪŀƭŀǊŘŀ ƎŜƴƛǒƭŜǘƛƭƳƛǒ ƪŀƐƤǘ ǾŜ ǇƻƭȅŜǎǘŜǊ 

different layers of expanded paper and polyester  

ƪŀƭƤƴƭƤƪΥ thickness: 30 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
80° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
*A=0,5 B=1,0 C=1,5 m/s 

Tƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
*A=16 B=38 C=72 Pa 

verimlilik: efficiency: *A=99,5-99,9% B=98,5-99,2% C=95-96% 

toz tutma kapasitesi: dust 

holding capacity: 
*A=16.080 B=13.820 C=2.770 (boya tutma) g/m2 

alev direnci: 
flame resistance: 

2 (U.L. 2-697A) 

yenilenme: regeneration: ƘŀȅƤǊ 

no 
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A: solvent boyada - solvent 

paint (0,5-1 m/s) 
B: suda çözünür boyada - 

water souble paint (1,5-2,5 

m/s) B: nitroselülöz boyada 

- cellulose nitrate paint 

(1,5-2,5 m/s) 

UYGULAMALAR: 
- .ƻȅŀ ǎŜƪǘǀǊǸƴŘŜ ά.ƻȅŀ ǘǳǘƳŀέ ŀƳŀŎƤȅƭŀ 

APPLICATIONS: 
- άPaint-stopέ ŜŦŦŜŎǘ ƛƴ ǘƘŜ ǇŀƛƴǘƛƴƎ ǎŜŎǘƻǊΦ 

malzeme: composition: ŦŀǊƪƭƤ ǘŀōŀƪŀƭŀǊŘŀ ƎŜƴƛǒƭŜǘƛƭƳƛǒ ƪŀƐƤǘ κ 

different layers of expanded paper  
ƪŀƭƤƴƭƤƪΥ thickness: 25 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
80° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
*A=0,5 B=1,0 C=1,5 m/s 

ƛƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
*A=5 B=13 C=25 Pa 

efficienza: verimlilik: *A=98,5-99,5% B=97-98% C=94-95% 

toz tutma kapasitesi: dust 

holding capacity: 
*A=16.350 B=15.270 C=3.980 (boya durdurucu) 

g/m2 
alev direnci: 
flame resistance: 

2 (U.L. 2-697A) 

yenilenme: regeneration: ƘŀȅƤǊ 

no 
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POLITEX INNER CART 

FILTERCEL GLS4 
malzeme: composition: cam elyaf 

glass fiber 
çerçeve malzemesi: 
frame material: 

alüminyum 

aluminium 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
300°C (in servizio continuo 250°C) 

300°C (in continuous service 250°C) 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ 
max. working R.H.: 

100% 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
1 m/s 

ƘŀǾŀ ŀƪƤǒƤΥ flow 

rate: 
830 m3/h 

ƛƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
58 Pa 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 

classification (EN 779:2012):  G4 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890):  ISO kaba 60% 

alev direnci: 
flame resistance:  YŜƴŘƛƭƛƐƛƴŘŜƴ ǎƻƴǳƳƭŜƴŜōƛƭƛǊ self-

extinguishing (Warrington BSS 476/4) 
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Dп ¸«Y{9Y {L/!Y[LF! 5!¸!bLY[L CT[¢w9[9w 
High temperature filters G4 

ortalama gravimetrik verim: 
79,5% average gravimetric efficiency: 

yenilenme: ƘŀȅƤǊ regeneration: no 

Kod. AT20201  GLS4 0480 x 0480 x 014 mm 

UYGULAMALAR: 
- ¸ǸƪǎŜƪ ǎƤŎŀƪƭƤƪǘŀ ƘŀǾŀ ŦƛƭǘǊŀǎȅƻƴǳƴŘŀΦ 
- .ƻȅŀƳŀ ǾŜ ƪǳǊǳǘƳŀ ƪŀōƛƴƭŜǊƛƴŘŜ ƘŀǾŀ ƎƛǊƛǒ ǾŜ œƤƪƤǒƤƴŘŀΦ 

APPLICATIONS: 
- Air filtration at high temperatures. 
- Air intake and ejection plants on painting and drying cabs 

 POL206 
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POLITEX POL4520 
Dо th[T«w9¢!b CT[¢w9 a![½9a9{T 
Polyurethane 

filter media G3 

ortalama gravimetrik 

verim: 

82% average gravimetric 

efficiency: 

 Kod. SP4520 POL4520 1.500 x 2.000 x 20 mm 

UYGULAMALAR: 
- Özel tesislerde ön filitrelemede. 

- TƪƭƛƳƭŜƴŘƛǊƳŜ ǾŜ ƘŀǾŀƭŀƴŘƤǊƳŀ ǘŜǎƛǎƭŜǊƛΣ Ŧŀƴ ŎƻƛƭƭŜǊŘŜΦ 

APPLICATIONS: 
- Pre-filtration in special plants. 
- Conditioning and ventilation plants, fan coils. 

malzeme: composition: poliüretan 

polyurethane  
ƪŀƭƤƴƭƤƪΥ thickness: 20 mm 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
80° C 

ǘŀǾǎƛȅŜ ŜŘƛƭŜƴ ƎŜœƛǒ ƘƤȊƤΥ advisable 

cross speed: 
1,5 m/s 

ƛƭƪ ōŀǎƤƴœ ŘǸǒǸƳǸΥ initial 

pressure drop: 
33 Pa 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 

classification (EN 779:2012):  G3 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890):  ISO coarse 50% 

toz tutma kapasitesi: dust 

holding capacity:  300 g/m2 

alev direnci  (MVSS 302) flame 

resistance (MVSS 302)  YŜƴŘƛƭƛƐƛƴŘŜƴ ǎǀƴǸƳƭŜƴŜōƛƭƛǊ 

Self-extinguishing  

yenilenme: regeneration:  evet 

yes 
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FILTERCEL CFL 

 
 L12241 287 x 592 x 22 0,17 920 38 0,55 

L16161 400 x 400 x 22 0,16 870 38 0,60 

L16201 400 x 500 x 22 0,20 1.080 38 0,68 

L16251 400 x 625 x 22 0,25 1.350 38 0,78 

L20201 500 x 500 x 22 0,25 1.350 38 0,81 

L20251 500 x 625 x 22 0,32 1.690 38 0,89 

L24241 592 x 592 x 22 0,35 1.895 38 1,00 

L12242 287 x 592 x 48 0,17 920 49 0,93 
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L16162 400 x 400 x 48 0,16 870 49 0,89 

L16202 400 x 500 x 48 0,20 1.080 49 1,00 

L16252 400 x 625 x 48 0,25 1.350 49 1,16 

L20202 500 x 500 x 48 0,25 1.350 49 1,20 

L20252 500 x 625 x 48 0,32 1.690 49 1,32 

L24242 592 x 592 x 48 0,35 1.895 49 1,45 
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CFW-D 

aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ 

100% max. working R.H.: 
ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b 

779:2012): 

G3 classification (EN 779:2012): 

UYGULAMALAR: 
- 9ƴŘǸǎǘǊƛȅŜƭ  ƘŀǾŀƭŀƴŘƤǊƳŀ ǾŜ ǎƛǾƛƭ ƪƭƛƳŀ ǘŜǎƛǎƭŜǊƛƴŘŜΦ 
- mƴ ŦƛƭǘǊŜƭŜƳŜΣ L{h ƪŀōŀ ǾŜ ƛƴŎŜ ǇŀǊǘƛƪǸƭƭŜǊƛƴ ŀȅǊƤƭƳŀǎƤƴŘŀΦ 
- IŀǾŀ ƛȅƛƭŜǒǘƛǊƳŜ ǘŜǎƛǎƭŜǊƛΣ ŦƛƭǘǊŜ ŘǳǾŀǊƭŀǊƤƴŘŀΦ 
- Yüksek verimli ve mutlak filtreler için ön filtrelemede. 

filtre malzemesi: 
filter medium composition: 

polyester 
polyester  

çerçeve malzemesi: 
frame material: 

galvaniz sac 

galvanized sheet 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
100° C 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
89,8% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 

classification (ISO 16890):  ISO kaba 50% 

alev direnci: 
flame resistance:  F1 - DIN.53438 

yenilenme: regeneration:  evet 

yes 
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APPLICATIONS: 
- Ventilation in industrial and civil conditioning plants. 
- Pre-filtration and separation of ISO coarse and thinner particulates. 
- Air treatment plants, filter walls. 
- Pre-filters for high efficiency and absolute filters. 

kod 

code 
ölçüler 

dimensions 
(mm) 

  filtre yüzeyi 
Filter surface 

(m2) 

ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

P (Pa) ŀƐƤǊƭƤƪ 
weight 

(kg) 
LD12242 287 x 592 x 48 0,29 1.570 64 1,10 
LD16162 400 x 400 x 48 0,27 1.480 64 1,00 
LD16202 400 x 500 x 48 0,34 1.850 64 1,15 
LD16252 400 x 625 x 48 0,43 2.330 64 1,34 
LD20242 490 x 592 x 48 0,50 2.730 64 1,45 
LD20202 500 x 500 x 48 0,42 2.310 64 1,28 
LD20252 500 x 625 x 48 0,53 2.860 64 1,52 
LD24242 592 x 592 x 48 0,60 3.240 64 1,68 
LD12302 287 x 879 x 48 0,43 2.320 64 1,60 
LD12244 287 x 592 x 98 0,34 1.840 64 2,30 
LD16164 400 x 400 x 98 0,32 1.760 64 2,10 
LD16204 400 x 500 x 98 0,40 2.190 64 2,35 
LD16254 400 x 625 x 98 0,50 2.730 64 2,70 
LD20244 490 x 592 x 98 0,58 3.170 64 2,90 
LD20204 500 x 500 x 98 0,50 2.730 64 2,75 
LD20254 500 x 625 x 98 0,62 3.380 64 3,10 
LD24244 592 x 592 x 98 0,70 3.790 64 3,45 
LD12304 287 x 879 x 98 0,51 2.780 64 3,30 

FILTERCEL CFW30 CFW40 
filtre malzemesi: 
filter medium composition: 

polyester 
polyester  

çerçeve malzemesi: 
frame material: 

galvaniz sac 

galvanized sheet 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
100° C 

aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ 
max. working R.H.: 

100% 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
89,8 - 90,8% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 

classification (ISO 16890):  ISO coarse 50%-60% 

alev direnci: 
flame resistance:  F1 - DIN.53438 

rigenerabilità: yenilenme:  evet 

yes 



FILTERCEL  

 

28 

G3-Dп tT[9[T Y!{9¢ CT[¢w9[9w  

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 
G3 - G4 

classification (EN 779:2012): 

UYGULAMALAR: 
- 9ƴŘǸǎǘǊƛȅŜƭ ƘŀǾŀƭŀƴŘƤǊƳŀ ǾŜ ǎƛǾƛƭ ƪƭƛƳŀ ǘŜǎƛǎƭŜǊƛƴŘŜΦ 
- mƴ ŦƛƭǘǊŜƭŜƳŜΣ L{h ƪŀōŀ ǾŜ ƛƴŎŜ ǇŀǊǘƛƪǸƭƭŜǊƛƴ ŀȅǊƤƭƳŀǎƤƴŘŀΦ  
- IŀǾŀ ƛȅƛƭŜǒǘƛǊƳŜ ǘŜǎƛǎƭŜǊƛΣ ŦƛƭǘǊŜ ŘǳǾŀǊƭŀǊƤƴŘŀΦ 
- Yüksek verimli ve mutlak filtreler için ön filtrelemede. 

APPLICATIONS: 
- Ventilation in industrial and civil conditioning plants. 
- Pre-filtration and separation of ISO coarse and thinner particulates. 

- Air treatment plants, filter walls. 
- Pre-filters for high efficiency and absolute filters. 

kod 
code 

CFW30 

kod 
code 

CFW40 

ölçüler 
dimensions 

(mm) 

 filtre yüzeyi 
Filter surface 

(m2) 

ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

P (Pa) 
CFW30 

P (Pa) 
CFW40 

LP312242 LP412242 287 x 592 x 48 0,29 1.570 58 70 
LP316162 LP416162 400 x 400 x 48 0,27 1.480 58 70 
LP316202 LP416202 400 x 500 x 48 0,34 1.850 58 70 
LP316252 LP416252 400 x 625 x 48 0,43 2.330 58 70 
LP320242 LP420242 490 x 592 x 48 0,50 2.730 58 70 
LP320202 LP420202 500 x 500 x 48 0,42 2.310 58 70 
LP320252 LP420252 500 x 625 x 48 0,53 2.860 58 70 
LP324242 LP424242 592 x 592 x 48 0,60 3.240 58 70 
LP312302 LP412302 287 x 879 x 48 0,43 2.320 58 70 
LP312244 LP412244 287 x 592 x 98 0,34 1.840 58 70 
LP316164 LP416164 400 x 400 x 98 0,32 1.760 58 70 
LP316204 LP416204 400 x 500 x 98 0,40 2.190 58 70 
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LP316254 LP416254 400 x 625 x 98 0,50 2.730 58 70 
LP320244 LP420244 490 x 592 x 98 0,58 3.170 58 70 
LP320204 LP420204 500 x 500 x 98 0,50 2.730 58 70 
LP320254 LP420254 500 x 625 x 98 0,62 3.380 58 70 
LP324244 LP424244 592 x 592 x 98 0,70 3.790 58 70 
LP312304 LP412304 287 x 879 x 98 0,51 2.780 58 70 

 CFA 

çerçeve malzemesi: galvaniz sac frame material: galvanized sheet 
maksimum 

œŀƭƤǒƳŀŘŀ ōŀƐƤƭ 

nem: 
100% max. working R.H.: 

classificazione (EN 

779:2012): 

filtre malzemesi: 
filter medium composition: 

polyester 
polyester  

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
100° C 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
90,8% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890): 
ISO kaba 60% 

alev direnci: 
flame resistance: 

F1 - DIN.53438 

yenilenme: regeneration: evet 

yes 

kod 

code 
ölçüler 

dimensions 
(mm) 

filtre yüzeyi 
Filter surface 

(m2) 

ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

¨P (Pa) ŀƐƤǊƭƤƪ 
weight 

(kg) 
F12241 287 x 592 x 22 0,17 920 40 0,63 
F16161 400 x 400 x 22 0,16 870 40 0,60 
F16201 400 x 500 x 22 0,20 1.080 40 0,68 
F16251 400 x 625 x 22 0,25 1.350 40 0,78 
F20201 500 x 500 x 22 0,25 1.350 40 0,81 
F20251 500 x 625 x 22 0,32 1.690 40 0,89 
F24241 592 x 592 x 22 0,35 1.895 40 1,00 
F12242 287 x 592 x 48 0,17 920 52 0,93 
F16162 400 x 400 x 48 0,16 870 52 0,89 
F16202 400 x 500 x 48 0,20 1.080 52 1,00 
F16252 400 x 625 x 48 0,25 1.350 52 1,16 
F20202 500 x 500 x 48 0,25 1.350 52 1,20 
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G4 classification (EN 779:2012): 

- 9ƴŘǸǎǘǊƛȅŜƭ  ƘŀǾŀƭŀƴŘƤǊƳŀ ǾŜ ǎƛǾƛƭ ƪƭƛƳŀ ǘŜǎƛǎƭŜǊƛƴŘŜΦ 
- IŀǾŀ ŀǊƤǘƳŀ ǘŜǎƛǎƭŜǊƛΣ ƘŀǾŀ ƧŜƴŜǊŀǘǀǊƭŜǊƛƴŘŜΦ- Püskürtme boya kabinlerinde 

APPLICATIONS: 
- Ventilation in industrial and civil conditioning plants. 
- Air treatment plants, air generators.- Spray booths. 
ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 

G4 
classification 

(EN 

779:2012): 

- Tƭŀœ ǾŜ ŦƻǘƻƐǊŀŦ ŜƴŘǸǎǘǊƛǎƛƴŘŜ ƘŀǾŀƭŀƴŘƤǊƳŀ ǾŜ ƛƪƭƛƳƭŜƴŘƛǊƳŜŘŜΦ 

F20252 500 x 625 x 48 0,32 1.690 52 1,32 
F24242 592 x 592 x 48 0,35 1.895 52 1,45 

filtre malzemesi: 
filter medium composition: 

polyester 
polyester  

çerçeve malzemesi: 
frame material: 

galvaniz sac 

galvanized sheet 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
100° C 

aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ 
max. working R.H.: 

100% 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
90,8% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890): 
ISO kaba 60% 

alev direnci: 
flame resistance: 

F1 - DIN.53438 

yenilenme: regeneration: evet 

yes 

  
 
 

 



 

 

31 

- IŀǾŀ ƛȅƛƭŜǒǘƛǊƳŜ ǘŜǎƛǎƭŜǊƛΣ ŦƛƭǘǊŜ ŘǳǾŀǊƭŀǊƤƴŘŀΦ 

kod 

code 
ölçüler 

dimensions 
(mm) 

 filtre yüzeyi 
Filter surface 

(m2) 

ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

P (Pa) ŀƐƤǊƭƤƪ 
weight 

(kg) 
FP12242 287 x 592 x 48 0,29 1.570 80 1,10 
FP16162 400 x 400 x 48 0,27 1.480 80 1,00 
FP16202 400 x 500 x 48 0,34 1.850 80 1,15 
FP16252 400 x 625 x 48 0,43 2.330 80 1,34 
FP20202 500 x 500 x 48 0,42 2.310 80 1,28 
FP20252 500 x 625 x 48 0,53 2.860 80 1,52 
FP24242 592 x 592 x 48 0,60 3.240 80 1,68 
FP12244 287 x 592 x 98 0,34 1.840 80 2,30 
FP16164 400 x 400 x 98 0,32 1.760 80 2,10 
FP16204 400 x 500 x 98 0,40 2.190 80 2,35 
FP16254 400 x 625 x 98 0,50 2.730 80 2,70 
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- Püskürtme boya kabinlerinde. 

APPLICATIONS: 
- Ventilation and conditioning in the pharmaceutical and photographic  

industry. 
- Air treatment plants, filter walls.- Spray booths. 

FP20204 500 x 500 x 98 0,50 2.730 80 2,75 
FP20254 500 x 625 x 98 0,62 3.380 80 3,10 
FP24244 592 x 592 x 98 0,70 3.790 80 3,45 
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CFM 

galvaniz sac galvanized sheet 200° C 100% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
75% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 

classification (ISO 16890):  ISO kaba 30% 

alev direnci: 
flame resistance:  ŀǘŜǒŜ ŘŀȅŀƴƤƪƭƤ 

fire proof 

yenilenme: regeneration:  evet 

yes 

kod 

code 
ölçüler 

dimensions 
(mm) 

 filtre yüzeyi 
Filter surface 

(m2) 

 ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

P (Pa) ŀƐƤǊƭƤƪ 
weight 

(kg) 
M12241 287 x 592 x 22 0,17 1.225 26 1,00 
M16161 400 x 400 x 22 0,16 1.150 26 0,90 
M16201 400 x 500 x 22 0,20 1.440 26 1,35 
M16251 400 x 625 x 22 0,25 1.800 26 1,55 
M20201 500 x 500 x 22 0,25 1.800 26 1,65 
M20251 500 x 625 x 22 0,32 2.250 26 1,80 
M24241 592 x 592 x 22 0,35 2.525 26 2,00 
M12242 287 x 592 x 48 0,17 1.225 32 1,45 
M16162 400 x 400 x 48 0,16 1.150 32 1,30 
M16202 400 x 500 x 48 0,20 1.440 32 1,60 
M16252 400 x 625 x 48 0,25 1.800 32 1,90 

 
 



FILTERCEL  

filtre malzemesi: örgülü alüminyum tel filter medium composition: woven aluminium 

wire  
çerçeve malzemesi: 
frame material: 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 
working temperature: 
aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ max. 
working R.H.: 
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G2 classification (EN 779:2012): 

UYGULAMALAR: 
- Koroziv ortamlarda hava filtrasyonunda.  
- DǊŜǎ ȅŀƐƤ ǾŜ ƪƤǾƤƭŎƤƳ ǘǳǘƳŀŘŀΣ ȅŀƐ ōǳƘŀǊƭŀǊƤƴƤƴ ŀȅǊƤǒǘƤǊƤƭƳŀǎƤƴŘŀΦ 

APPLICATIONS: 
- Air filtration in environments with particularly aggressive atmospheres.- Anti-grease and anti-sparkle filtration, oil fogs separation. 

FILTERCEL CFM-Z 

M20202 500 x 500 x 48 0,25 1.800 32 2,05 
M20252 500 x 625 x 48 0,32 2.250 32 2,20 
M24242 592 x 592 x 48 0,35 2.525 32 2,60 

filtre malzemesi: 
filter medium composition: 

örgülü galvanize tel 

woven galvanized wire  
çerçeve malzemesi: 
frame material: 

galvaniz sac galvanized 

sheet 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
200° C 

aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ 
max. working R.H.: 

100% 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
75% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 

classification (ISO 16890):  ISO kaba 30% 

alev direnci: 
flame resistance:  ŀǘŜǒŜ ŘŀȅŀƴƤƪƭƤ fire 

proof 
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Flat filter cells 

G2 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 
G2 

yenilenme: regeneration:  evet 

yes 

kod 

code 
ölçüler 

dimensions 
(mm) 

filtre yüzeyi 
Filter surface 

(m2) 

ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

P (Pa) ŀƐƤǊƭƤƪ 
weight 

(kg) 
MZ12241 287 x 592 x 22 0,17 1.225 26 1,00 
MZ16161 400 x 400 x 22 0,16 1.150 26 0,90 
MZ16201 400 x 500 x 22 0,20 1.440 26 1,35 
MZ16251 400 x 625 x 22 0,25 1.800 26 1,55 
MZ20201 500 x 500 x 22 0,25 1.800 26 1,65 
MZ20251 500 x 625 x 22 0,32 2.250 26 1,80 
MZ24241 592 x 592 x 22 0,35 2.525 26 2,00 
MZ12242 287 x 592 x 48 0,17 1.225 32 1,45 
MZ16162 400 x 400 x 48 0,16 1.150 32 1,30 
MZ16202 400 x 500 x 48 0,20 1.440 32 1,60 
MZ16252 400 x 625 x 48 0,25 1.800 32 1,90 

 



FILTERCEL  

filtre malzemesi: örgülü alüminyum tel filter medium composition: woven aluminium 

wire  
çerçeve malzemesi: 
frame material: 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 
working temperature: 
aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ max. 
working R.H.: 
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classification (EN 779:2012): 

UYGULAMALAR: 
- Koroziv ortamlarda hava filtrasyonunda. 
- DǊŜǎ ȅŀƐƤ ǾŜ ƪƤǾƤƭŎƤƳ ǘǳǘƳŀŘŀΣ ȅŀƐ ōǳƘŀǊƭŀǊƤƴƤƴ ŀȅǊƤǒǘƤǊƤƭƳŀǎƤƴŘŀΦ 

APPLICATIONS: 
- Air filtration in environments with particularly aggressive atmospheres.- Anti-grease and anti-sparkle filtration, oil fogs separation. 

CFM-W 

MZ20202 500 x 500 x 48 0,25 1.800 32 2,05 
MZ20252 500 x 625 x 48 0,32 2.250 32 2,20 
MZ24242 592 x 592 x 48 0,35 2.525 32 2,60 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
75% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 

classification (ISO 16890):  ISO kaba 30% 

alev direnci: 
flame resistance:  !ǘŜǒŜ ŘŀȅŀƴƤƪƭƤ 

fire proof 
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galvaniz sac galvanized sheet 200° C 100% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 

yenilenme: regeneration:  evet 

yes 

kod 

code 
ölçüler 

dimensions 
(mm) 

filtreleme yüzeyi Filter 
surface 

(m2) 

ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

P (Pa) ŀƐƤǊƭƤƪ 
weight 

(kg) 
MP12242 287 x 592 x 48 0,29 2.120 60 1,2 
MP16162 400 x 400 x 48 0,27 1.990 60 1,15 
MP16202 400 x 500 x 48 0,34 2.470 60 1,5 
MP16252 400 x 625 x 48 0,43 3.110 60 1,7 
MP20202 500 x 500 x 48 0,42 3.080 60 1,8 
MP20252 500 x 625 x 48 0,53 3.880 60 2,25 
MP24242 592 x 592 x 48 0,60 4.360 60 2,35 
MP12244 287 x 592 x 98 0,34 2.450 60 2,3 
MP16164 400 x 400 x 98 0,32 2.340 60 2,2 
MP16204 400 x 500 x 98 0,40 2.910 60 2,4 
MP16254 400 x 625 x 98 0,50 3.640 60 2,9 

 

 
 



FILTERCEL  

filtre malzemesi: örgülü alüminyum tel filter medium composition: woven aluminium 

wire  
çerçeve malzemesi: 
frame material: 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 
working temperature: 
aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ max. 
working R.H.: 
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G2 classification (EN 779:2012): 

- Koroziv ortamlarda hava filtrasyonunda. 
- DǊŜǎ ȅŀƐƤ ǾŜ ƪƤǾƤƭŎƤƳ ǘǳǘƳŀŘŀΣ ȅŀƐ ōǳƘŀǊƭŀǊƤƴƤƴ ŀȅǊƤǒǘƤǊƤƭƳŀǎƤƴŘŀΦ 

APPLICATIONS: 
- Air filtration in environments with particularly aggressive atmospheres.- Anti-grease and anti-sparkle filtration, oil fogs separation. 

FILTERCEL CFMZ-W 
Dн tT[9[T a9¢![TY Y!{9¢ CT[¢w9[9w  

Pleated filter cells G2 
filtre malzemesi: 
filter medium composition: 

örgülü galvanize tel 

woven galvanized wire  
çerçeve malzemesi: 
frame material: 

galvaniz sac galvanized 

sheet 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
200° C 

aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ 
max. working R.H.: 

100% 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
75% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 
G2 

MP20204 500 x 500 x 98 0,50 3.640 60 2,9 
MP20254 500 x 625 x 98 0,62 4.510 60 3,05 
MP24244 592 x 592 x 98 0,70 5.060 60 3,55 
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kod 

code 
ölçüler 

dimensions 
(mm) 

filtre yüzeyi 
Filter surface 

(m2) 

ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

P (Pa) ŀƐƤǊƭƤƪ 
weight 

(kg) 
ZW12242 287 x 592 x 48 0,29 2.120 60 1,4 
ZW16162 400 x 400 x 48 0,27 1.990 60 1,3 
ZW16202 400 x 500 x 48 0,34 2.470 60 1,65 
ZW16252 400 x 625 x 48 0,43 3.110 60 2 
ZW20202 500 x 500 x 48 0,42 3.080 60 2 
ZW20252 500 x 625 x 48 0,53 3.880 60 2,55 
ZW24242 592 x 592 x 48 0,60 4.360 60 2,65 
ZW12244 287 x 592 x 98 0,34 2.450 60 2,55 
ZW16164 400 x 400 x 98 0,32 2.340 60 255 
ZW16204 400 x 500 x 98 0,40 2.910 60 2,7 
ZW16254 400 x 625 x 98 0,50 3.640 60 3,25 



FILTERCEL  

filtre malzemesi: örgülü alüminyum tel filter medium composition: woven aluminium 

wire  
çerçeve malzemesi: 
frame material: 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 
working temperature: 
aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ max. 
working R.H.: 
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classification 

(EN 

779:2012): 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 

classification (ISO 16890):  ISO coarse 30% 

alev direnci: 
flame resistance:  !ǘŜǒŜ ŘŀȅŀƴƤƪƭƤ fire 

proof 

yenilenme: regeneration:  evet 

yes 

- Koroziv ortamlarda hava filtrasyonunda. 
- DǊŜǎ ȅŀƐƤ ǾŜ ƪƤǾƤƭŎƤƳ ǘǳǘƳŀŘŀΣ ȅŀƐ ōǳƘŀǊƭŀǊƤƴƤƴ ŀȅǊƤǒǘƤǊƤƭƳŀǎƤƴŘŀΦ 

APPLICATIONS: 
- Air filtration in environments with particularly aggressive atmospheres.- Anti-

grease and anti-sparkle filtration, oil fogs separation. 

ZW20204 500 x 500 x 98 0,50 3.640 60 3,25 
ZW20254 500 x 625 x 98 0,62 4.510 60 3,45 
ZW24244 592 x 592 x 98 0,70 5.060 60 3,8 

 



FILTERCEL  

filtre malzemesi: örgülü alüminyum tel filter medium composition: woven aluminium 

wire  
çerçeve malzemesi: 
frame material: 
ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 
working temperature: 
aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ max. 
working R.H.: 
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CFM-A 
Dн 5«½ a9¢![TY Y!{9¢ CT[¢w9[9w 
Flat filter cells G2 

alüminyum aluminium 
200° C 100% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ ό9b ттфΥнлмнύΥ 

G2 classification (EN 779:2012): 

UYGULAMALAR: 
- Koroziv ortamlarda hava filtrasyonunda. 
- DǊŜǎ ȅŀƐƤ ǾŜ ƪƤǾƤƭŎƤƳ ǘǳǘƳŀŘŀΣ ȅŀƐ ōǳƘŀǊƭŀǊƤƴƤƴ ŀȅǊƤǒǘƤǊƤƭƳŀǎƤƴŘŀΦ 

APPLICATIONS: 
- Air filtration in environments with particularly aggressive atmospheres.- Anti-

grease and anti-sparkle filtration, oil fogs separation. 

kod 

code 
ölçüler 

dimensions 
(mm) 

filtre yüzeyi 
Filter surface 

(m2) 

 ƘŀǾŀ ŀƪƤǒƤ 
air flow 
(m3/h) 

P (Pa) ŀƐƤǊƭƤƪ 
weight 

(kg) 
MA12241 287 x 592 x 22 0,17 1.225 26 1,00 
MA16161 400 x 400 x 22 0,16 1.150 26 1,23 
MA16201 400 x 500 x 22 0,20 1.440 26 1,48 
MA16251 400 x 625 x 22 0,25 1.800 26 1,85 
MA20201 500 x 500 x 22 0,25 1.800 26 1,70 
MA20251 500 x 625 x 22 0,32 2.250 26 1,85 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
75% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ classification 

(ISO 16890): 
ISO kaba 30% 

alev direnci: 
flame resistance: 

ŀǘŜǒŜ ŘŀȅŀƴƤƪƭƤ 

fire proof 
yenilenme: regeneration: evet 

yes 



FILTERCEL  
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MA24241 592 x 592 x 22 0,35 2.525 26 2,10 
MA12242 287 x 592 x 48 0,17 1.225 32 1,60 
MA16162 400 x 400 x 48 0,16 1.150 32 1,30 
MA16202 400 x 500 x 48 0,20 1.440 32 1,75 
MA16252 400 x 625 x 48 0,25 1.800 32 2,00 
MA20202 500 x 500 x 48 0,25 1.800 32 2,20 
MA20252 500 x 625 x 48 0,32 2.250 32 2,40 
MA24242 592 x 592 x 48 0,35 2.525 32 2,70 

FILTERCEL CFM-C 
Dн 5«½ a9¢![TY Y!{9¢ CT[¢w9[9w 

Flat filter 

cells G2 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ 

(EN 779:2012): 
G2 

classification 

(EN 779:2012): 

UYGULAMALAR: 
- DǊŜǎ ȅŀƐƤΣ ƪƤǾƤƭŎƤƳ ŦƛƭǘǊŀǎȅƻƴǳƴŘŀΣ ȅŀƐ ōǳƘŀǊƤ ǾŜ ōƻȅŀ ǘǳǘƳŀŘŀΦ 
- tƛǒƛǊƳŜ ȅŜǊƭŜǊƛƴŘŜ ǾŜ ƳǳǘŦŀƪƭŀǊŘŀ ŘǳƳŀƴ ǾŜ ōǳƘŀǊ ŜƳƛǒƭŜǊƛƴŘŜΦ 

APPLICATIONS: 
- Anti-grease and anti-sparkle filtration, oil fogs and paintings separation. 
- Smokes and steams aspiration in kitchens and cookers. 

filtre malzemesi: 
filter medium composition: 

inox AISI 304  

çerçeve malzemesi: 
frame material: 

inox AISI 304 

ƳŀƪǎƛƳǳƳ œŀƭƤǒƳŀ ǎƤŎŀƪƭƤƐƤΥ max. 

working temperature: 
200° C 

aŀƪǎƛƳǳƳ œŀƭƤǒƳŀŘŀ ōŀƐƤƭ ƴŜƳΥ 
max. working R.H.: 

100% 

ortalama gravimetrik verim: average 

gravimetric efficiency: 
75% 

ǎƤƴƤŦƭŀƴŘƤǊƳŀ όL{h мсуфлύΥ 

classification (ISO 16890):   ISO kaba 30% 

alev direnci: 
flame resistance:   ŀǘŜǒŜ ŘŀȅŀƴƤƪƭƤ 

fire proof 

yenilenme: regeneration:   evet 

yes 




